Manual Quick
NaviTEK NT — Plus — Pro

Dansk/norsk manual Side 3-6
Svensk manual Sida 7-10
English user manual Page 11-15

EAN: 5706445471270 NT
5706445471287 NT Plus
5706445471317 NT Pro

@) instruments




Indhold

Dansk/NOrsk KViKmanual ... 3
L@ V7T ] o | PP 3
LED STATUS ...ceei ettt et e et e e et e e e e e et e n e e e e n e e e enn e eeen 3
S MAAEr At NAVIGEIE P& .ciiuiiiiiieiiieiieeetee et et e et et e et et easae e e bt e e sbe e e sseeesseeenseeesseeenseeeans 3
Kabeltest Netvaerkstest over Kobber ... 4
Netvaerkstest over fiber (kun PRO Model) ... 4
802.1x certifikater (KUN PAPLUS & PRO) .....coouiiiiiiee ettt 5
Gem og se testresultater (Kun pa PluS & PRO) .....ocouiiiiieiiie e 5
Test 0g OPS@ININGSMENU MAPPEL ...ceeeeeeeeeiiiee e e e e e e e et e e e e e e e e et e e e e e e e eeeaar e aeees 6
Svensk sNabbmanuUal ... 7
OVEISTKE 1.ttt et ettt et e et e e e te e ete e eae e eaeeeaeesaeesaeeeateenteenteenteenteenteentens 7
I TS = (S PP 7
T\ (A=Y Al 0 P \VA [0 [=T - U - WO 7
Kabeltest  NAtverkstest OVer KOPPAr ....coooeei e 8
Natverkstest over fiber (endast PRO model).........ccoiiiiiiiiiiiiiiii e, 8
802.1x certifikat (endast PA PLUS & PRO) ......cccciiiiiiiiieiiie ettt 9
Spara och se testresultat (endast PA PIUS & PRO) ........cooiviiiiiiiieiiiee e 9
English Quickmanual ... 11
L@ Y= YT 11
[ I IR = PRSPPI 11
Three Ways t0 NAVIQALE .....ooooeiiiiii e e e 12
Cable testing Network testing OVer COPPET ...cccviiiiiiiiiiiieiiiieeeeeeeeeeeeeeeeee et 13
Networktest over Fiber (PRO ONIY)...oouuuiiiiiic e 13
802.1x Certificates (PIUS & PRO ONIY) ...uuuiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiieii e 14
Save and View Test Results (Plus and PRO only) .....cooovvriiiiii i, 14

Test and SEtUP MENU MaAPS ... .uuuuiiiiiiiiiiiiiiiiiiiiib bbb easnannnnnnane 15



Elma Navitek - kvikguide 3

Dansk/Norsk kvikmanual

Oversigt

. RJ45 port

. RJ45 LED for aktiv visning

. RJ45 Link LED

. Optisk port (SFP) (Kun NaviTEK NT PRO)

. Optisk LED for aktiv visning (Kun NaviTEK NT PRO)
. Optisk Link LED

USB port

. LCD farveskaerm

. Funktionsknapper F1 til F3

10. Escape knap

11. Navigationspile- og Enter knap

12. ON/OFF knap

13. Genopladelig batterimodul (Kun NaviTEK NT PLUS/PRO)

©ONOUTAWNRE

0
| .0 ¢
3:; J 14. LED for opladningsstatus (Kun NaviTEK NT PLUS/PRO)
b | 15. DC input (Kun NaviTEK NT PLUS/PRO)
12 ; 16. Autotest Knap
O
k.) Standard batteripakke for NaviTEK NT er med almindelige
batterier sa den har ikke, punkt 14 & 15.
LED status

Grgn Batteriet oplades

Off (med oplader tilsluttet) Batteriet er opladet

Blinkende grgn Batteriet bliver ikke opladet

3 mader at navigere pa

A. Ethernet Myjob @)% 09:31 Autotest Myjob  @1% 08:32

Tﬁmus-ro

ol C=e

Auto Neg On

No-PoE

VLAN S s | Q

TRouted
Pd-169.254 1.0 @ =)

Pyl Assgning stateless acdr TRoutel c
00| .1 | ©
TESTS STATS

s o oo S e

w o | Escape — returnerer til forrige skaerm

c °° ENTER - godkender valg
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Ethernet Myjob

RS,
Pocte

Auto Neg On
No-PoE
VLAN S

€Q: os:31 Setup Myjob 4 08:4a

&
<

Pv4-169.2541.0
Pvh. Assigning stateless agdr

DETECT PORTS SETUP

Kabeltest Netvaerkstest over kobber

Cable

Myjob €= 12:16

Myjob 4= 00:07

L00ME, = FD
Pori#
Auate Neg On

No-PoE

P4 172.2020.13
IPv§

TESTS

IREMAP pUN

DETECT

PORTS SETUP

PC TS

Wiremap tom
SPLIT PAIR ®
Type: CatSe UTP 568A

seurear| @
[Type: Catse uTP | | 5684 |

Pinga

Myjob 4]z 00:16

- °
Info PASSED
= 100/100 Fause 1001

Rx 100 tms)
- Length 64

— Count 3
3 Near Pind Split With Far Pin3

3 Near Pin5 Split With Far Pin6

Delay{ms)
Near Pin6 Split With Far Pin5 Min  |525 |
SAVE SETUP Avg 54.3 |
Max 619

S it Lt “

Netvaerkstest over fiber (kun PRO model)

Opl 1000 Mb/s \{
Fori#
Auto Neg On

1Pud 172,20 30,2

IPUB- 2001 52001 111:1500:216
BIF #2488 2 7lbd

STATS

DETECT PC TS  SETUP

TRouted Myjob

193.254.188.125

Info PASSED

100/100
Rx 100
Delay(ms)
Min 525 |
avg [543 |

SETUP
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802.1x certifikater (Kun pa PLUS & PRO)

802.1x Myjob ]z 00:a1

Username madhavi

Password

Certificate example pl2

Certificate
Password

CERTS APPLY RESET

Gem og se testresultater (Kun pa Plus & PRO)

Target U
100 M) s HE

193.254.188.125 Porp#
Sube Neg On
Info  PASSED PoE Dv
Tx 1007100
Bx 100 IPyd- 172203013
IPyG 2L 200, 1513.e200.242
Delay(ims) anff Tod s 5430 nd

Idin 52.5

g 543 m 00
Hax (] TESTS

CT PORTS SETUP

Gemmer resultateri

NaviTEK Veelg job

Gem resultat

Ping 0003 d]: 02:28

193.254.188.125

Info PASSED

Tx 313

Rx 3

Delay(ms)

Min | 36.5 |
Avg ani |

Max 46.3
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Test og opsatningsmenu mapper

Kabel

Opseetning

[ SETUP oy

$
T

%

i 11

ny'y

11

Ethernet

— NS = v

xv'y

LANG

v
vy

=y'y

Exv

— NN
i TROUTES |
[ NETSCAN _
. BUNK
ST -

Il

=v v -FLUS& PRO Only
xxy xx vy .PROONlyY
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Svensk snabbmanual

Oversikt

RJ45-port

RJ45-LED for aktiv visning

RJ45 Link LED

Optisk port (SFP) (Endast NaviTEK NT PRO)
Optisk LED for aktiv visning (Endast NaviTEK NT PRO)
Optisk Link LED

USB-port

LCD fargskarm

Funktionsknappar F1 till F3

10. Escape knapp

11. Navigationsspalt- och Enter knapp

12. ON/OFF knapp

CoNohwNE

0

10 ‘1 13. Uppladdningsbart batteri (Endast NaviTEK NT PLUS/PRO)
S 14. LED fér laddningsstatus (Endast NaviTEK NT PLUS/PRO)
W2 | 15. DC input (Endast NaviTEK NT PLUS/PRO)

‘); 4 16. Autotestknapp

ly ‘

L=

NaviTEK NT er med batteri packet for vanliga batterier och har
inte punkt 14 & 15.

LED-status (Endast NaviTEK NT PLUS/PRO)

Gron Batteri laddar
Off (med laddare ansluten) Batteri ar laddad
Blinkande gron Batteri laddar inte

3 satt att navigera pa

A. Ethernet Myjob )% 09:31 Autotest Myjob 1 08:32
TﬁMb‘s-FD
el C=e
Auto ’Ee-) an
No-Po!
VLAN 5 Ping6 e
TRouted
- 160254 10 Em) =
Pvh. Assigning stateless addr TRoute6 c
00| 11 toem | ©
%575 L 5TATS

s o e R e

p ° Escape — atergar till tidigare skarm

0 °° ENTER — godkanner val
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Setup  Mylob A od:4a

| oo
: : ] GFS
100 Meisr0 N\ @ Joo’ <5

Auto Neg On SY5TEM TESTS wya
No-PoE
VLANS

Pv4-169.2541.0

Pvh- Assigning stateless addr

Natverkstest over koppar

Cable Myjob €= 12:16

Endpoint Myjob 4= 00:07

T
100MLE/ = FD
POCTE
Aute Meg On

PoE

Mo-|

1P4d- 17220 20.13
1Py

DETECT PORTS SETUP
PC TS5

= 00:16

SPLIT PAIR ® SPLIT PAIR ®

Type: Catse UTP | [ 568A | Type: Catse UTP 568A Target L Target
P crmrernrarenrnen I — T T—
Wiremap Faults 2 1m

Info PASSED

3 1m Count 3
a1y
[ —— T i il rﬂU)ﬁ 1001
= 61 ms;
Near Pind Split With Far Pin3 ———— Rx  [100
2 o Length 64
8 1m Delay(ms)
3 Near Pin5 Split With Far Piné Min .52.5 ]
Avg 54.3 |
Near Pin6 Split With Far Pin5 4| Max 61.9

RUN SAVE SETUP

e 205 it “

Opt 1000 M E
Pori#
Auto Neg On

DETECT PC TS

193.254.188.125
Info  PASSED
100/100

Timeout |3
Rx 100 is)

Delay(ms) Tupe ICMP

323 Name [

Lookup

SAVE  SETUP
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802.1x certifikat (endast pa PLUS & PRO)

Username madhavi

Password

Certificate example.pl2

Certificate
Password

CERTS

APPLY RESET

Spara och se testresultat (endast pa Plus & PRO)

Target
100 Mo HE
Pori# .

193.254.188.125

Suate Meg On
Info PASSED PoE Ow
Tx 100/100
Rx 100 IPyd- 172.2020.13
IPyG- 2001 2000 1513.e300.24%
Delay{ms) deff fod 5 3430,84
i 525 ] -
Aug 54.3
Iax Bl

Sparar resultat i

NaviTEK

0003 f]: oz2:28

Target .

193.254.188.125 |

info PASSED

Tx 313

Rx 3

Delay{ms)

Min 365 |
Aug an1 |

Max 46.3
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Test- och installningsmeny mappar

Kabel Ethernet
PG4
mm YVIREMAP ‘mm
[ AUTO TEST | ‘
g AUTOTEST
Instéllning g TROUTES |
| —TE =
— — T -
—
—
—EEOEN—EE0s -
m vy
B UPOATE
— N
g FACTORY
Em VRE TEST pupmamy WIRE MAP |
g TONE CEN |
QR T TE5TS BEREE  PINGA
— R .,
ny'y _m
— T
— S
. TROUTEE |
m \UTO TEST |
g V4 TARGETS |
— G0
vV
wxv =+ v -FLUS & PRO Only

xxy xx vy .PROONY
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English Quickmanual

Overview
1
3 2
3
5 i
. .
A 6
= 7
s 8
1" : g
:J 0 10
o | o 11
’s |
}j [} 12
e 13
|'33 o‘ 14
L) 15
16

NaviTEK || shown with Power Module itermn 13 fitted.
When Battery Pack is fitted, items 14 & 15 are not present.

*Charger LED Status

RJ45 port

RJ45 activity LED
RJ45 link LED

Optical port (SFP]
Optical activity LED
Optical link LED’

USB port

LCD color screen
Function keys F1to F3
Escape key

Cursor and ENTER keys
ON/OFF buttun

Power module

Charger LED?

DC in connector”
Autotest button

" NaviTEK Il PRO only
* Power Module option shown

Green Power module is charging
Off (with charger .
connected) Power module is charged

Green flashing

Power module is not being charged
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Three Ways to Navigate

' Ethernet Myjob q): 09:31 Autotest Myjob q]: 09:32

wo (g

1000 Mb/s-FD

| -
Auto Neg On

No-PoE P|n96

VLAN S

IPv4- 169.254.1.0 TRouted

IPv6- Assigning stateless addr TRouteb

= _' Netscan
B

DETECT PORTS SETUP

& Escape — returns to previous screen
o ‘o ENTER — accepts selection

Ethernet Myjob 4] 09:31 Setup Myjob q]: 09:44

- ﬁ ' o Vo s
Port# . _SYSTEM TESTS IPva

Auto Neg On

No-PoE ——— = -
L3 1 ©
RJ45 VLAN IPv6

IPv4-169.254.1.0

IPv6- Assigning stateless addr
o—‘ R OPTICA B02.1x
TESTS STATS

DETECT PORTS SETUP
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Cable testing Network testing over Copper

Cable  Myjob % 12:16

Endpoint Myjob
100HL.: FD @
Pocte

Auts Neg On

No-PoE

1P44- 172202013

0 00:07

@ 9% 11

JOBS | TESTS

00

TESTS

PC TS SETUP

DETECT PORTS SETUP

Myjob

&= 00:16

193.254.188.125

Info  [PASSED
100/100
Rx 100

SPLIT PAIR

. Delay(ms)

Type: CatSe UTP 568A [ELET.

543

s s | |

RUN SAVE  SETUP

V
'
a1
'

- Near Pind Split With Far Pin3

- Near Pin5 Split With Far Pin6

Near Pin6 Split With Far Pin5 |

LU SAVE SETUP

Networktest over Fiber (PRO only)

" .

Opt 1000 Mb's
Prrl#
Aute Neg On

IPSd- 172,20 20,2
IPu- 2001 5200011100 /00:2 1 g
Bifag8 . bd

DETECT PC TS

0
0
8]

1

%

A,
{6

TRouted Myjob ] 06:15

Target Targer ..
Info FASSED Max 50
>  [100/100 Hops

] Timeout |3
Rx 100 is)
Delay(ms) Type ICMP ‘ -
Min 525 J Name

s4.3 Lookup

=SSR “
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802.1x Certificates (Plus & PRO only)

802.1x
BO02.1x

Mylob

42 00:41

EAP EAP-TLS |-
Method
Tunelled o5 | -
Method

Username madhavi
Password

Certificate example.pl2

Certificate
Password

CERTS

AFPLY RESET

Save and View Test Results (Plus and PRO only)

Endpoint tom _ @z 4:03

Target
100 Li/s HE:
193.2534.188.125 Pori# .
At Neg On
Info PASSED FoE Ow
T 100,100
Rx 100 IPyd- 172202013
IPwG- 2001 300.1513.e300.242
Delay{ms) doff fed 5 2430044
i 525
Aug 54.3

STATS

SETUP

IMax Bl Y

7 CT PORTS

Saves result to
NaviTEK Il

Myjob Select Job

Select Result

Save to USB

Ping 0003 {]: 02:28

193.254.188.125

Info PASSED

Tx 33

Rx 3

Delay{ms)

Min 365 |
Avg 40.1 |

Max 46.3
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Test and Setup Menu Maps

Cable

AUTO TESY

Setup

SETUP

— SR

ny'y

Ethernet
— =
S TROUTES
e NETSCAN |
S BUNK |
m_m -
S AUTOTEST |
—EE
S TROUTES |
mam  OWNER PTG
—EE -
mmm  LANG |
— I
—EX -
— SR -
— S
S FACTORY |
s VIRE TEST supmiy WIRE MAP |
ma TONE GEN
— AR EEE
S TROUTES |
S NETSCAN |
—ET, -
—E=
S TROUTEC |
Emmm AUTO TEST |
Em V4 TARGETS
S V6 TARGETS |

=7/ -PLU3& PRO Only
== ¢ -PROOnly



Elma Instruments A/S
Ryttermarken 2
DK-3520 Farum
T:+45 7022 1000
F:+45 7022 1001
info@elma.dk
www.elma.dk

)instruments

Elma Instruments AS
Garver Ytteborgsvei 83
N-0977 Oslo

T:447 22104270

F:+47 22216200
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