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1 OVERVIEW

This software allows you to set more easily a TV meter setup.
The main page has three paragraphs:

A menu wich allows you to access the different functions ,

A first table, with a yellow background, has a list of setups

A second table, with a white background, has a list of measurements among the twenty possible
measurements, on the left there’s the parameters of each list, on the right 2 buttons allows you to browse

among the lists and finally a third buttons allows you to export the values entered to the TV meter.

& TR7B37 Version 1.0
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If the mouse pointer is paused on an active part of the page, informations regarding the page will appear.

 TR7B37 Version 1.0 fEX
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2 LIBRARY, LIST OF MEASUREMENTS

In order to make easier the recall of data in the field, the instrument uses a library of 1000 setups and 20
lists of measurements with 50 lines.

A setup corresponds to a terrestrial, cable or satellite broadcast, the parameters of a setup depend only
on the broadcaster.

Example : in order to free a frequency band for the 4G (LTE) telephony the terrestrial frequencies had to
be modified, the library has to be updated.

A list of measurements corresponds to a terrestrial, cable or satellite or mixed reception.

The parameters of a list depends on how the reception is performed and obviously on the setups which
have to be received.

To create a list, you have to choose several setups previously entered in the library and then define the
reception parameters.

Example : in the case of a two satellites ASTRA HOTBIRD reception you have to choose some ASTRA
setups, some HOTBIRD setups, define the high and low frequencies of LNB, indicate the type of switch
used and then assign in the table the ASTRA setups to a switch position and the HOT BIRD setups to
another.

The same setup can be used in several lists of measurements.

A setup can use 2 satellite dishes : ASTRA 19.2 in DISEQC position A and HOT BIRD 13 in DiSEqC
position B.

Another can use 3 satellite dishes : ATLANTIC BIRD 3 in DISEQC position A, ASTRA 1 in DISEQC
position B and HOT BIRD in DiSEQC position C.

The same setup can be used several times in the same list of measurements : ZDF SatCR slot 0, ZDF
SatCR slot 1, ZDF SatCR slot 2, ZDF SatCR slot 3 the aim is to check quickly all the slots of a SatCR
equipment.

If a parameter of a setup changes, for example a modification of rate or change from DVB-S to DVB-
S2, only the setup inside the library should be updated, the lists of measurements which include this
setup will be operational again.
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3 LIBRARY OF SETUPS

A setup is made of :

a setup name in 8 characters
a place name in 10 characters
a standard

a frequency
a channel number in terrestrial or cable mode

a frequency map in terrestrial or cable mode

a vertical or horizontal polarization in satellite mode

a low or high LNB band in satellite mode

an analogical mono stereo or NICAM audio mode in terrestrial or cable mode
a constellation type 64QAM 256QAM under DVB-C and MCNS

a5, 6,7 or 8 MHz bandwidth under DVB-T and DVB-T2

a symbol rate under DVB-C, MCNS, DVB-S, DVB-S2 or DSS

a value for the guard interval under DVB-T and DVB-T2

the inversion or not of the spectrum under DVB-T

According to the terrestrial, cable or satellite band mode and to the standard, some parameters have no
influence, they appear in grey in the table.

The place name may distinguish two distinct emitters, example TF1 Paris and TF1 Versailles.

The frequency map parameter associated with the setup allows inhabitants of neighboring countries to
keep on using channel numbers.
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4 LISTS OF MEASUREMENTS

A list of measurement is made of :

a list name in 10 characters

the low band frequency mixer of the LNB (LO1)

the high band frequency mixer of the LNB (LO2)

the selection mode low band / high band of the LNB

the selection mode of the polarization

the presence of the position number of the positioner (motorized satellite dish)
50 lines including each:

a setup number corresponding to the setup list

the presence and the functioning mode of the switch, committed type
the position of the switch, committed type

the presence and the functioning mode of the switch, uncommitted type
the position of the switch, uncommitted type

the presence of SatCR equipment

the SatCR slot number

the position of the SatCR switch

A few of these parameters are specific to the satellite band and have no influence in terrestrial and cable
bands
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5 EXPORT KEY

This key generates, on an USB memory stick, a setup file compatible with the TV meter.
After entering all the data, click on this button

Finally eject the USB memory stick from the computer.

Safely remove USE Mass Storage Device - Drive{a:) =

FH, o Lgin 11125 AM

5.1 TV meter from the 7806 — 7847 family

For the TV meter of the 7806/7847 family, press twice the tool box key, the following page will appear :

Configuration “s% ° . .

Language T EE

Unit : dBpv

Beep : 10%
Graph. background  : black
Active USB port : USB A
Wheel threshold : 50%

LCD : 100%
Memories : 0/ 0.000%
Config. <-> USB R4
Factory recovery R
Software update : 9 5_.?;3.

Turn the wheel until the line « Config. <-> USB » is selected
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llﬂ Check that the USB port enabled is the USB port A.
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5.2 7817 and 7849 TV meters

The Home page will appear:

Configuration

< Language: English (3 Beep: 25%
al>
-
n IP address: 192.168.0.165 -
.+ ~EuUrope

E Memories 0/ 0.000%

Press the home key

“ Configuration export

2 X 2

o Factory recovery -’3??-' Software update

Configuration import

Finally press the “Configuration import” key
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5.3 TV meter from the 7870 family

For TV meters from the 7870 family, press the home key

M Configuration
Then press the Configuration key

And then press the adjustments key
The followi ill ;

Languags:
Beep:
Date:

*kk*

Password:
Expert Mode

Graph. background:
Units

Active USB port:

Frequency i Configuration:

Memories: Ethernet IP address: 135.150.11.161

Adjustment  software update:

Fuctory reco -

Insert the USB memory stick

-
Finally press the “Import” key

llﬂ Check that the USB port enabled is the USB port A
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6.1 File Menu

r
=) TR7837 Version 2.0

File | Edition Language 7

MNew
Open... Standard

Import from .ini file

Import from USB memory stick
Save

Save as...

Send to...

B IO %S EGL

Antenna Painting
Checksat
Exit

=) ‘_

New allows you to initialize all the parameters.

Open allows you to open a configuration file.

Import from .ini file allows you to import in the library the data from an .ini. file.
Import from USB memory stick allows you to import in the library, the lists and the Checksat, the
data from the export of the TV meter configuration.

Save allows you to save the data previously entered in the curent file.

Save as allows you to save the date previously entered in the desired file.

Send to allows you to attach the file to an email and to send it as attached document.
Antenna Pointing opens the table of the antenna pointing parameters.

Checksat opens the table of the checksat parameters.

Exit allows you to close the application.
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6.2 Edition Menu

& TR7837 Version 1.0

File | Edition | Language 7

Copy
me Standard
Paste

L: Insert line
Delete line
Clear content.

Add to measure list

Copy allows you to copy in the clipboard the data selected with the mouse.

Paste allows you to paste the content of the clipboard to the location of the mouse cursor.

Insert line allows you to insert a line in the table above the cursor.

Delete line allows you to remove the line pointed by the cursor in the table.

Clear content allows you to erase the data selected with the mouse.

Add to measure list allows you to add the selected setup(s) from the library, to the place of the selected
line of the list of measurements.

6.3 Language Menu

) TR7837 Version 2.0

File Edition | Language | ?

EE  Frenais —_—
Setup number English me  Standard Frec
B Deutsch

BIREEEERE

Francais allows you to choose the French language for the software interface.
English allows you to choose then English language.
Deutch allows you to choose then German language.

6.4 Help Menu ?

Allows you to display, like the F1 key, this help file.

6.5 Library popup menu
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A right click on the library table will display the following menu :

& TR7837 Version 1.0

File  Edtion  Language 7

Seluprumber  Setupnsme | Flacename  Standard Frequsncy

Mew

il

Copy

Paste

it

Insert line
Delete line

Clear content

SRR FE

Add to measure list

—lw @ oM e w =

=

New allows you to initialize the library setups only

Copy allows you to copy in the clipboard the selected data with the mouse.

Paste allows you to paste the content of the clipboard in the location of the cursor.
Insert line allows you to insert an empty line in the library above the cursor.
Delete line allows you to delete the line pointed by the cursor in the library.
Clear content allows you to clear the selected date with the mouse.

Add to measure list allows you to add the setup(s) selected from the library, to the place of the selected

line of the list of measure.

@ When a line is inserted or deleted in the library, measure lists are updated automatically.

6.6 Measurement list popup menu

A right click on a measurement list table will display the following menu :

Measurement list
List number o i Comritted switch
Setup number Committed switch Casitian |

L02 frequency |:| ] Mew

[y Copy

I
Polarzaion salect 85| dnsertns

Lo Delete line
Fosliore L1 73| Gesrcontent

New allows you to initialize the setups of the measurement list only.

Copy allows you to copy in the clipboard the data selected with the mouse.
Paste allows you to paste the content of the clipboard to the place of the cursor.
Insert line allows you to insert an empty line in the list above the cursor.
Delete line allows you to delete the line pointed by the cursor in the library.
Clear content allows you to clear the data selected with the mouse.
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7 SETUP LIBRARY TABLE

Setup number | Setup name Place name Standard Frequency ES;EZ?I Frepquenmes Palarization LME band Audia made Constellation Bandwidth Symbol rate Guard interval iﬂ:r:sll[:: t
1

2

3

4

5

g

7

g

]

10

1

12

13

14 hd
This table allows you to indicate the parameters of each setup

Give a name to the setup

Seluprumber  Selupname  Placename | Standard Frequency EE;';':' E{:;”e“‘:‘es Polazation  LMBband  fudomode  Constellafion | Bandwicth  Spmbolrate  Guardinterval aﬂeefstl';’:’ =
0 THT R

1

o
And a name to the place

Selup rumber  Setupname  Plsosname | Standard Frequency 53;;:‘ Frequencies | pojaizaion | LMBband | Audomode | Constellaion | Bandwidth Symbol rate Guard inferval iﬁif;g;” -
0 THT A1 STETIENNE]

1

2

Choose a standard from the list

Setup number | Setup name Place name Standard Frequency 52:12:‘ E::;luencies Palarization LMB band Audio mode Constellation | Bandwidth Symbal rate Guard interval iﬁzfsl:s;n 2
i TNTR1 STETIENME v

1 o

2 DK

3 1

MM

& M

5 Cw

g

7

]

E]

10

11

17
When the standard is selected the unnecessary parameters will appear in grey:

Setup number | Setup name Place name Standard Frequency E:i:z?l rFﬂr:suencies Polarization LNE band Audio mode Constellation  Bandwidth Symbal rate Guard interval iﬁ?;;:ﬂ :
0 TNTRT  STETIENNE | [ | ]

1

2

Now two choices are possible : frequencies map or channel number capture

Frequency capture in MHz

Setuprumber | Setupname  Placename  Standard Frequency gl'];ggf‘ F'esue”des Polarization ~ LNB band Audomode  Constellation | Bandwidth Symboltate | Guard interval iﬁeef;‘n*r’:’ =
0 TNTR1 [STETENNE [DVBTM 610 : | | I

3

2

Or channel number capture
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Setup number | Setup name Place name Standard Frequency 5&;;2?‘ E:SUEHCIES Polarization LMB band Audio mode Constellation Bandwidth Surnbol rate Guard interval ingsl:;: 3
0 TNTA1  STETENNE |DVBTH &l | | | [
1
2
Channel Frequencies Spectium ~

Setup number  Setup name Place name Standard Frequency umber map Polarization LME band Audio mode Constellation Bandwidth Symbol rate Guard interval o =
1 ,

Europa cable
2 Europa

France cable
3 3
4
g

Australia
& Korea
7 Japan cable

Japan
a USA cable
) LS4

The frequency is updated automatically according to the standard, channel number and frequencies map.

Setup number | Setup name Place name Standard Frequency ES;E’:‘ ;’:SUEHC'ES Palarization LME band Audio made Constellation Brandwidth Surnbol rate Guard interval ;EZ?;:;T 3
1
2

Channel Frequencies A g 5 a Spectium A
Setup number  Setup name Place name Standard Frequency s map Polarization LME band Audio mode Caonstellation | Bandwidth Symbol rate Guard interval et =

1}
1
2
3
4
=
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'lelﬂll ‘

Then the value of the guard interval

0
1
2
3
4
5

Setup number | Setup name

Place name

THT-R1 ST-ETIENHE

Standard

DvB-TH

Frequency

610,000

Channel
number

38 (E3

Finally the spectrum inversion or not

Frequencies P 3 3 B Spectium A
map Polarization LME band Audio mode Constellation Bandwidth Symbol rate Guard interval B =

[ ]

0
1
2

Setup number | Setup name

Place name

THT-R1 ST-ETIENNE

Standard

DVEB-T/H

Frequency

610,000

Charine!
number

38 (E38)

Spectium L)
inversion -

inv

Frequencies
map LMB band Bandwidth

Palarization Audio mode Constellation Symbol rate Guard interval

If several setups have common features the copy/paste function can be interesting, select the cells to
copy, right click with the mouse, choose Copy.

R S R ]

Selup number | Setup name

Place name

Standard

Insert line

Delete line

=
=
T Clear content

Add to measure list

Frequency

510,000

Charinel
riumnber

38 [£38)

Spectium )
inversion

Frequencies
map LME band

Bandwidth

Polarization Audio mode Constelation Symbal rate Guard interval

Move the cursor of the mouse on the desired cell, choose Paste

oo a|lm e W= e

Setup number | Setup name

Flace name Standard

TNT-R1 STETIENNE | DVE-T/H

L] Mew

) copy

IF}  Paste |

2 Insert line

2 pelete line

T4 Clear content

@) addto measure list

Frequency

610,000

Charinel
number

38(E38)

Frequencies Spectrum A
map Polarization LMEB band Bandwidth Symbol rate Guard interval o =

Audio mode Constellation
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BK

efra

Result

Setup number | Setup name Place name Standard Frequency ES;E:‘ ;’:SUEHC'ES Palarization LME band Audio made Constellation Brandwidth Surnbol rate Guard interval ;EZ?;;T 2
0 THT-AT STETIENNE |DVB-T/H | 610,000 3B EH) France aute
1 STETIENNE | DVB-T/H France aute
2
3 | \ | |
Modify and add the missing values
Setup number | Setup name Place name Standard Frequency 53512:?‘ E::Suancias Palarization LME band Audio mode Constellation Bandwidth Swrnbol rate Guard interval iﬁzf;:s;ﬂ ;
0 THTRI STETIENNE |DVB-T/H 610000 3938 France auto
1 THT-A2 STETIENNE |DVB-T/H | B5B000 44 (E44] France aute
2
3 | | |
Repeat the operation as many time as you want
Setup number | Setup name Place name Standard Frequency ED;E':I ;r:suencies Polarization LMB band Audio mode: Constellation Bandwidth Symbol rate Guard interval ﬁ‘?’:st‘r;r 3
0 TNTH1 ST-ETIENNE | DVE-T/H E10,000 38 (E38) France auto
1 TNTRZ ST-ETIENNE | DVE-T/H 658,000 44 [E44) France Auto
2 TNTR3 ST-ETIENNE | DVWE-T/H 778,000 59 (E59) France Auto
£ THT R4 ST-ETIENNE | DWB-T/H B2E.000 401 (E40) France ato
4 TNTHD ST-ETIENNE | DVE-T/H £58.000 43 (E49) France auto
5 ST-ETIENNE | DVWE-T/H 674,000 46 [E4E) France Auto
5
7 | | \ \ |
Now it is possible to create anoter place using the previous one using copy/paste/modify.
Copy
Setup number | Setup name Place name Standard Frequency ES;E:?‘ E:aepquencies Polarization LME band Audio mode Constellation Bandwidth Symbol 1ate Guard inter+al fwse;sl:s: E
0 ST-ETIENME
1 ST-ETIENHE
2 -ETIENME
3 -ETIENHE
4 -ETIENHE 43 [E49]
5 jl 4E [E 48]
8 !L 1 Copy
g I} Paste
g A2 msert line
3 2 Delete line
i T4 Clear content
il @ Add to measure list
12 T T
13 [ [
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Paste

Setup number | Setup name Place name Standard Frequency EE;E':I rFﬂr:suencies Pularization LME band Audio mode Constellation | Bandwidth Symbol rate Guard interval ﬁf;fg;r 3
0 THTR1 ST-ETIENNE | DVE-T/H £10,000 3B(E38) France Auto
1 TNTRZ ST-ETIENMNE | DWE-T/H £58,000 44 [E44) France auto
2 TNT-R2 ST-ETIENNE | DVB-T/H 778,000 59 [E53) France auto
3 TNT-R4 ST-ETIENNE | DVWE-T/H 626,000 40 (E40) France Auto
4 THTHD ST-ETIENNE | DWB-T/H B38.000 49 (E49) France ato
o) TNTRE ST-ETIENNE | DVE-T/H E74,000 46 [E4E) France auto
B

7 STETIENNE | DVETAH 610,000 BER) France auto
g TNTRZ ST-ETIENNE | DVEB-T/H £58.000 44 [E44) France auto
9 TNTR3 ST-ETIENNE | DVWE-T/H 778,000 59 (E59) France Auto
10 THT R4 ST-ETIENNE | DWB-T/H B2E.000 401 (E40) France ato
n TNTHD ST-ETIENNE | DVEB-T/H £58.000 43 (E49) France auto
12 TNTRE ST-ETIENNE | DVWE-T/H 674,000 46 [E4E) France Auto
13

Modify

Setup number  Setup name Place name Standard Frequency SD;E:?I ;l:;uencies Palarization LNB band Audio mode: Constellation | Bandwidth Symbal rate Guard interval iﬁif;:g;ﬂ 3
0 THT-R1 STETIENME | DWB-T/H E10,000 38 (£39) France auto
1 THT-R2 STETIENME | DWB-T/H 658,000 44 (E44] France auto
2 THT-R3 ST-ETIENME | DWB-T/H 778,000 54 (E54) France auto
3 THT-R4 STETIENME | DWB-T/H E26,000 A0 (E40) France auto
4 THT-HD STETIENME | DWB-T/H £38,000 49 (E49) France auto
5 THT-RE ST-ETIEMME | DWB-T/H £74,000 46 (E4E) France auto
E

7 THTRI PILAT DVETH | 650000 4 auto
g THT-R2 PILAT DWB-T/H 658,000 44 (E44] France auto
k=] THT-R3 FILAT D¥B-T/H 778,000 59 [ERS) France auto
10 THT-R4 FILAT DWB-T/H 626,000 40 (E40) France auto
1 THT-HD PILAT DWB-T/H £98,000 49 (E49) France auto
12 THT-RE PILAT DWB-T/H E74,000 45 (E46) France auto
13

Only the place name and the R1 multiplex had to be modified for this example.
For the cable setup follow the same method.
For the satellite setups it is easier to modify from Import from an .ini. file but this method is also

possible.
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8 MEASUREMENT LIST TABLE

From a setup library which contains ASTRA and HOT BIRD setups : creation of three measurement
lists, one for ASTRA, one for HOT BIRD and one for two satellite dishes linked by a DiSEqC switch

i TR7837 Version 1.0 N i=]

File Edtion Llanguage 7

Setup number | Setup name Place name Standard Frequency EE:";:?I ;l:;wencies Palarization LME band Audio mode Constellation Brandwidth Swrnbol rate Guard interval ﬁ‘?dz?st‘r;: 3
5
12
12
14 M
Measurement list e Kot
P - " ext lis
List number Setup number Carnmitted switch Eoo;n‘lr‘gl::edswnch Uncommitted switch Eﬁiglr;?nigém SatCh activation Slat number SatCR switch —
Presvious list
Witsaerey [ ] 4 =
requency Export
Leesa &
R
~
Measurement list ——
ext lis
List number Setup number Committed switch Enﬂ;nn:g':tadSW|lch Uncammitted switch E:zga?ﬂig;ﬁh SalCR activation Slot number SalCR switch &
List name ASTRA _ —
Presvious list
e — d| =
requency Export
Dezs &
Polarization select
~
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Enter the frequency of the two 9750 and 10600 MHz mixers in the case of a universal LNB.

teasurement list

List number

List name

LO1 frequency

LO2 frequency

LO select

Polarization select

Positioner

STRA

0500

Committed switch

Committed switch
position

Uncommitted switch

Position switch

uncommitted SatCR activation

Slot number

~
SatCh switch =

Setup number

Presvious list

Export

= © = =
&
=]
< <

S

Measurement list
List number

List name

LO1 frequency

LO2 frequency

LO select

Polarization select

Positioner

Choose the band selections and the 22 kHz and 13/18 volts polarization, for a universal LNB.

Committed switch

Committed switch

Uncommitted switch

pesloutal SatCR activation

Slot number

A
SatCR switch =

Mest list
=

Presvious list
=

Export

Setup number position unconmmitted
h
0722 kHz ~

i

You just have to add setups in the measurement list from the library
Select the first six setups using the mouse, click right to choose Add to the measure list.
Setup number | Setup name Place name Standard Frequency i = Polarization LME band ALudio mode Constellation Brandwidth Surnbol rate Guard interval a&z?gg: 3

DIGITAL+

10728,000
10743000
10773.000

number map

10788,000

4
5 ] Hew

C
6 CYFRA hot| Sl <P

Past
7 AR wor] ) Paste
a CYRROwY Hoq S Tertline
5 NS o 2 Delete line
10 CYFRAs HDT‘ 3 Clear content
T ERT HDT‘Q Add to measure list |
12
1 | | |
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Setups are added automatically in the measure list from the current position

& TR7837 Version 1.0

File  Edition  Lanmguage 7

Channel Frequencies
humber map

Spectum o

Setup number | Setup name Place name Standard Frequency inversion =

Polarization LMB band Audio mode Constellation  Bandwidth Symbol rate Guard interval

10729,000
10743.000

2 10772,000

3 10788.000

4 DIGITAL+ 10817.000

5

3 10719,000

7 AROMA HOT BIRD DVE-5 10723.000

8 CYFROWY HOT BIRD DWE-S 10758,000

9 AFATS HOT BIRD DvB-5 10775,000

10 CvFRA+ HOT BIRD DvB-5 10736.000

1 RASAT HOT BIRD DvB-5 10815,000

12

13

1 v
teasurement list
List number et Commitzl ey || SEEEEISIER | e e ety | PSR SR SR dieten | Sty SR sl = Mot

position uncommitted =
e fstas ][0
i Prewious list
LO1 frequency 2 | =
LO2 frequency j Export
LD select _ y
Polarization select -
Positioner | |
v

In the case of a simple installation with a single satellite dish, there is no other parameter to enter.
Click on the Next list button to create a HOT BIRD measurement list
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& TR7837 Version 1.0

HOT BIRD
HOT BIRD
HOT BIRD

10723.000
10752,000
10775,000
10736.000

File  Edition  Lanmguage 7

Setprumber | Setuprame  Placename | Standad | Frequensy | oo =
1} DIGITAL+ ASTRA DvB-52 10729,000

1 ARD ASTRA DvB-5 10743.000

2 AMIXE HD ASTRA DvB-52 10773.000

3 DIGITAL+ ASTRA DvB-5 10788.000

4 DIGITAL+ ASTRA DwE-52 10817.000

5

[ HOT BIRD 10719,000

Frequencies

LMB band

Audio mode

Constellation

Bandwidth

Symbol rate

Spectum o

Guard interval | =P=sil =

HOT BIRD 10815000
12
13
14 ad
teasurement list Nest list
ext lit
List number 1 B||| setpnunter itz sy Egm‘:eu SR ncommitted switch | | ooion suitch SaiCR activation  Slat rumber SatCR swich =
List name HOT BIRD 6
7 Previous list
LO1 frequency 9750 8 L =
k]
quency! 10600 ; Export
LO select 0/22 kHz | (11 y
Polarization select 1318y - _
Positioner | |
v

Click on the Next list button to create the last ASTRA and HOT BIRD list.

File  Edition

language 7

Repeat the previous operations by changing the name list and by selecting all the setups from the library.

Setup number

Setup name

Place name

HOT BIRD
HOT BIRD

HOT BIRD
HOT BIRD

Standard

Channel
number map

Frequency

10729,000
10743,000
10773.000
10768,000
10817.000

10715.,000
10723,000
10758000
10775,000
10736,000
10915,000

Frequancies

Palarization

LNE band

Audio made

Constellation

Bandwidth

Swrnbol rate

S pectium
inversion —

>

Guard interval

14

List number

List name

L01 irequency

LO2 frequency

LO select

Positioner

Polarization select

Measurment list

_ —— — Nest list
2 2| setup number Commited swich | om0 ™ nconmited switch | FoSior SIS AR actvaion  Slot number SatCh switch &
ASTHOT 1

2 Previous list
750 B | -

4
10600

5 Export
0/22 kHz v |5 ﬁ

7 L @
138 -

g
| I|s

10

11

—

Click on the line 5, right click to choose Clear content or Delete line
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Measurement list
List rumber B 2| setun number Dommited swich | I ot switch | Dot S SolCR aclivalion | Slot number SallR swilch =
List name AST-HOT 1
2
LO1 frequency 3780 3
4
LO2 frequency 10600 Export
L0 sslect w2kH: v | || M
: b Copy
Polarization select 1348 v g |7} Ppaste
Paositioner 9 g5 ot e
p 2 pelete line
TA| ear content
A
v
You have to indicate the switch, choose DISEQC in the Commited switch column.
Measurement list
List number 2 £ Setup rurmber Committed switch Committed switch Uncommitted switch Position switch SatCR activation Slot number SatCR switch 2
position uncommitted
List ramme ASTHOT 1
2
LO7 hequency 9750 3
4
LO2 frequency 10600 . Export
LO select 0/22 kHz w7 ﬁ
8
Polarization select 131 v 3
Positioner 10
Ll
~
Choose position A in the Switch committed position column
Measurement list
List rarnber 2 | Setup rumber Comited suitch Eg;”lt:g‘:e‘j S nommited switon | Festien sutch SatCR aclivation  Siot number SalCR switch -
List name AST-HOT 1 DisEqC
2
LO1 frequency 9750 3
4
LOZ frequency 10E0D . Export
LO select 0722 kHz v |7 §
8
Palarization select 1318y ~ 3
Positioner 10
Ll
v
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Copy/Paste for all the other setups of the list

Measurement list
p - =
List rwmber 2 £ Setup number Cormmitted switch Eg?it’i—g‘:e‘j swieh Uncommitted switch E:zg‘;&i:;‘;m SatCR activation Slot humber SatCR switch =
List name AST-HOT 1 DisEqC Posh
2 DiSEqC Pos &
LO1 frequency 9750 3 DiSEqC PosA
LO2 hequency 10600 4 DisEqC Pos & —
5 DiSEaC Fosf *po
L0 select 0/22kHz | |7 DiSEaC Fost ﬁ
g DiSEqC Poz &
Folarization select 13418 v
El DiSEqC Fos &
Fosiianer [ e DiSEqC Fos
v

Modify the position of the switch for HOT BIRD to position B.

& TR7837 Version 1.0

File Edtion Llanguage 7

Setup number | Setup name Place name Standard Frequency EE:";:?I ;l:;wencies Palarization LME band Audio mode Constellation Brandwidth Swrnbol rate Guard interval ﬁ‘?dz?st‘r;: 3
0 DIGITAL | ASTRAT DvE-52 wrzaom | R - L - En [
2 AMIMEHD  |ASTRA1 DvE-52 wrzzom S I + L . | En [
3 DIGITAL+ | ASTRAT DVES wrenoon RN I - L | En [
4 DIGITALs | ASTRAT DvE-52 wazom S v L . | En |
5
& CYFRbs HOTBIRD  DVES wra [ L . EE [
7 ARGIVA HOTBIRD  DWBS wrzzoon | I L | En [
8 CYFROWY | HOTBIRD | DVES irsaoo0 SR L . EE [
3 AFATS HOTBIRD  DVBS wrsom SR I L |  En [
10 CvFRA+  |HOTBIRD | DVBS e @ 000 6 L . EE |
12
13
= v
Measurement list s - = — e Kot
List number Setup nurmber Committed switch Eoo;n‘lr‘gl::ed switch Uncommitted switch Eﬁiglr;?nigém SatCh activation Slot number SatCh switch = =
List name 1 DiSEqC Pas &
2 DiSEqC Pog & Previous list
L frepeies 3 DiSEQC Pos & || =
LO2 frequency 4 DiSEqC Pos& E
g DiSEQC FosE . XPO
L0 select 7 DiSEqC PosB ﬁ
5 DiSEQC Fos B
Polarization select -
9 DiSEqC Pas B
Fosiioner [ 1w DiSEqC FosB
11 DiSEQC
v

When a line is selected in the measurement list, the corresponding setup is pointed
automatically
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9 OPEN A FILE

The software works from CSV files, those files are tabulated text files, the different values are separated
by semi-colon.

Depending on the software version of the TV meter the setup export will generate on the USB flash
drive a setup file and a checksat file or 22 separated files : a checksat file, a library file and 20 files
corresponding to the 20 measurements lists.

The software allows you to open and modify each of these files.

Files resulting of the setup export of a device covering the satellite and terrestrial bands : library files
and measurement lists start with ST.

= TRTB ersion 1.0

File  Edtion  Llanguoge  ?

Channel Fiequencies

Setup number | Setup name Place name Standard Frequency e map

Polarization LNE band

1 =
I %
3 Look in: | < Removable Disk [5:) v o2 e m
4 Y B sat.csv
5 { EB B sTLst0n.cav
G My Recent | |om|STLstO.csv
Documents B sTLst02,c5v
7 - ] 57U stz csv
=
g [ B TLst04.cav
5 Deskion B] STLsk0S. csv
STLstOG. Cov
0 B] STLsk07.cov
11 J BL] 5TLst08. cov
12 My Documents Bstiaos.cov
BL]sTProg.csv
13
Measuremi Q!
List rumbef M Computer Uncornmitte:
el position
Wit et Q File name: | ~ | I Open I
LO1 frequ Wy Netwirk. Files of type: |ESV files [*.caw] v| [ Cancel ]

The Sat.csv file is for the checksat function
The STLst00.csv, STLst01.csv, STLst02.csv files... is for the measurement lists 0, 1, 2...
The STProg.csv file is for the setups library
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Opening of the STProg.csv file, only the setup library is modified

& STProg.csv - SEFRAM TR7837 Version 1.0

File  Edition  Lanmguage 7

Setuprumber | Setupname  Placename | Standaid Froquency | Lhamel ;’:;‘”e"c'es Polaization | LNEband | fudamods | Constelafion  Bandwidth  Symbolrate | Buadinerval | cpeow 2
DIGITAL+  |ASTRA1  DVBS2 10723000

1 ARD ASTRA T DVES 10743,000

z AMIKEHD  |STRAT  DVBS2 10773000

3 DIGITAL | ASTRAT DVES 10788,000

4 DIGITAL+ | ASTRAT DVE-52 10817.000

5 HD+ ASTRA T DVB-52 10832,000

5 DIGITAL | ASTRAT DVES 10847,000

7 TVR HD ASTRA DVES 10861,000

B DIGITALs | ASTRAT DVBS 10876,000

3 DIGITALs  |ASTRA1  DVBS2 10335,000

0 SKY D ASTRA T DVES 10373,000

n DIGITALs  |ASTRA1 DVBS 023000

12 DIGITAL | ASTRAT DVES 11038,000

13 DIGITAL+  |ASTRAT  DVBS 11047.000

14 ruRITAL ToA 1 rum 11160 non l2onon |
Measurement st
List number et Commitzl ey || SEEEEISIER | e e ety | PSR SR SR dieten | Sty SR sl = Mot

position uncommitted g
List name
Previous lil

LO1 frequency | =
L02 hequency =
LO select ﬁ

Polarization select

Positioner | |

Then opening of the STLst06.csv file, the list of measures #6 regarding the TURKSAT satellite is
updated.

¥ STLst06.csv - SEFRAM TR7837 Version 1

File  Edition  Lamguage 7

Setup rumber | Setuprame  Flacename | Standard Frequency EC‘;’;’E‘,E' ;’:;‘”Wies Polatization LB band Audomode | Constellation  Bandwidth Symbolrale | Guard interval aﬁifj;:’ =
3z sKY UK ASTRAZ  DVES 12422000
313 Sk UK ASTRA 2 DVES 12447,000
31 SKY UK A5TRA2  DVBS2 12460000
315 Sk UK ASTRA 2 DVES 12480,000
ED SKY UK £5TRAZ  DVBS 12524000
317 Sk UK ASTRA 2 DVES 12524,000
318 Sk UK ASTRA 2 DVB-S 12560,000
319 Sk UK ASTRA2 DVES 12560,000
320 Sk UK ASTRA2 DVES 12607000
321 sKY UK ASTRAZ  DVES 12607.000
32 Sk UK ASTRA 2 DVES 12643,000
23 SKY UK ASTRAZ  DVES 12643000
21 ! ! | |
m DSMART | TURKSET  DVBS 10970,000
c O ChsDT TlorcaT rum 11m172 nnn lonoon |

Measurement list et list
—— - 2 eatls
List rumber Selup number Committed switch Egm‘:ec' 2titeh | noommitted switch | FEHon suich SalfR ativalion | Siot number SaICR swilch <

o

) Prewious list
LO1 frequency 27 | ==
L02 hequency 322 Export
L0 select 0/22 kHz v ||z ﬁ
Polarization select =

332
Positioner | | 33

334

33

336

337 A/
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Files resulting of the setup export of a device which has a new software version which produces a
configuration file and a checksat file.

& TR7837 Version 1.0

File  Edition  Language 7
Channel Frequencies

Setup number  Setup name Flace name Standard Frequency oy s map Paolarization LMNE band
1}
T——
2 Lookin | < Removale Disk (G v o2 @
g Y I@Conf.csv
4 { 2} Sat csv
5 My Recent

Documents
[
7 F
8 Desktop
El
10 N
" =

My Documents
12
13 =
=l o
Measuremf My Computer I
(L, il Uncommitt

i — switeh | oition
File name: | b ‘ I Open I

List name 1

MyNetwork  Files of ype: [V files [*.cov) v [ Concel ]
LO7 freqy

The Conf.csv file is made of the global configuration of the device, the library of setups and the 20 lists
of measures.

Opening of the Conf.csv file, all the library tables and lists of measures are updated

# Conf.csv - SEFRAM TR7B37 Version 1.0

File  Edition  Lanmguage 7
Setuprumber | Setupname  Placename | Standaid Froquency | Lhamel ;’:;'“E"C'ES Polaization  LNEband | fudamods | Constelafion  Bandwidth  Symbolraste | Buadimerval | oocow 2
N oA ASTRaT  DvBs2 10723000 v L - En [
1 ARD ASTRA T DVES 10743,000 H L . | En [
2 ANMEHD  |ASTRAT  DVBS2 10772000 H L | En |
3 DIGITAL | ASTRAT DVES 10788,000 Y L . | En [
4 DIGITAL+ | ASTRAT DVE-52 10817.000 Y L | En [
5 HO+ ASTRA DVB-52 10832,000 H L . En |
5 DIGITALs | ASTRAT DVBS 10947000 Y L | En [
7 TVF HD ASTRAT  DVES 10861,000 H L . En [
8 DIGITALs | ASTRAT DVES 10876,000 v L | En [
3 DIGITALs  |ASTRA1  DVBS2 10335,000 v L . En |
0 SKY D ASTRA T DVES 10373,000 Y L |  En [
n DIGITALs  |ASTRA1 | DVBS 023000 H L . En |
12 DIGITAL | ASTRAT DVES 11038,000 Y L . | En [
13 DIGITAL+ | ASTRAT DVES 11097.000 Y L | En [
14 DuEITAL TDA 1 [ aiti=] 111EC 000 A
Measurement st
List number et Commitzl ey || SEEEEISIER | e e ety | PSR SR SR dieten | Sty SR sl = Mot
position uncommitted |Ea
List name _ - Pas A - Pas1
1 . Fosh . Fos1 . Previous il
L e ey 2 Pos & . Pos 1 . — =
L0 frequency 3 Pos & - Pos 1 - E
4 Pas & - Pas 1 . xport
LO select 5 . Pos A . Pos 1 y
B Pos & - Pos 1
Palarization select
7 Pos & - Pos 1
Positioner l:l 2 Paos & - Paog1
9 Pos & - Pos 1
10 - Pos & - Pos 1
" - Pos & - Pos 1
2 . Pos . Pos 1 . v

Opening of a file previously saved from this software
The name file is the one choosen during the saving process, it is a unique file made of the device
configuration, all the tables will be updated.
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& TR7837 Version 1.0

Flle  Edition  Language 7

Setup number | Setup name Place name Standard Frequency ES;’;;'EI Fr:pquenclss Polarization LNE band
a "

T

1

2 Look in: |~¢ Removable Disk [G:) v‘ o 2 E-

3 -, EF pcTRa 1 2013

a { 23

My Recent

5 Documents

& =

. E

o Desktop

El ;

N

|~

1 My Documents

12

> | 9

My Computer
[IEEE
List n > ety | LB
ﬁg File name: [asTRA T 2013 08 23 0oy v [gpen ] position

Listhd iy Network | Files of type: [V fles cx) v [ cencel |

L0 frequency |

@ The name of the last file opened appears in the caption
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10 IMPORT INI FILES

What is an « .INI. » file ?

An “.ini.” file is made of the parameters of a place (satellite). The data of this file are importable directly
to the setup library.

The import files of the satellite setups receivable in Europe (Ku band) can be dowloaded on the website
http://en.kingofsat.net/, in the file «Satellite directory ». These files are updated regularly : we
recommend you to check regularly this website for the latest details.

How to do?

Click on the following link http://en.kingofsat.net/satellites.php to access to the website.

The following page will display, do not check « Generate .ini files with frequencies in kHz ».

= Satellite directory - KingOfSat - Windows Internet Explorer, |Z||E|E|
@ L) - E kingofsat. net, SAIRS AR | P~
i Favorites il satelie directory - KingOFSat
-~
] Generate .inifiles with frequencies in kHz (allow more complete scans for low SRs, compatibility depending on software used)
Orbital Free To TV Radios | Dats - Longitude| Declination Free To
P News|.ini| Total Ku| Total C air only ) Eiisd Satellite e r— Total air only Last updated
75.0°E <7 || 98 0 40 92 6 0 ABS-1 74.99°€ |-0.04°| 0.06° [ 98 40 | 2013-01-26 13:28
70.5°E 7 [ 6 0 2 2 4 0 Eutelsat 70B 70.47°€ | 0.02¢ | 0.02° 6 2 2013-02-10 09:21
Intelsat 7 (IS-7) | 68.65° [-0.05°) 0.06° = = 2012-12-30 17:45
68.5°E 136 265 231 286 108 7
< (@ Intelsat 20 {I15-20) | &8.56°E |-0.01°| 0.01° | 401 231
66.0°E &7 < 18 121 a6 127 12 0 Intelsat 17 65.99°E | -0.04°| 0.04° 139 96 2013-03-14 19:35
64.2°E 7 <@ 0 28 14 28 0 0 Intelsat 906 64.17°E | 0.01° | 0.03° 28 14 2012-12-30 17:52
62.0°E &2 <@ 1 1 2 2 0 0 Intelsat 902 61.98°E | 0.00° | 0.02° 2 2 2012-11-11 18:57
60.0°E 7 [ 2 0 2 2 0 0 Intelsat 904 59.98¢€ | 0.00° | 0.02¢ 2 2 2012-04-02 18:46
57.0°E &2 <@ 6 77 63 39 40 4 NS5 12 57.01°E |-0.05°| 0.07° 83 63 2013-04-24 13:40
56.0°E 7 [ 0 0 0 0 0 0 DirecTV 1R 55.81°E |-0.647| 0.74° - - 2012-12-31 09:20
53.0°E &7 < 63 0 49 45 16 2 Express AM22 53.08°E | 0.02° | 0.02° 63 49 2013-04-23 15:39
52.5°E 7 [ 49 0 40 49 0 0 Yahsat 1A 52.56% | 0.01° | 0.01° [ 49 40 | 2013-04-10 13:58
50.5°E &2 <@ 0 0 0 0 0 0 NSS5 50.48°E |-0.73°| 0.80° = = 2012-06-12 08:50
49.0°E &7 [ 0 61 52 38 23 0 ‘Yamal 202 48.98°€ | 0.02° | 0.02° | 61 52 |2012-07-13 21:32
48.0°E &2 <@ 0 0 0 0 0 0 Eutelsat 48C 47.99°E |-0.37°| 0.39° = = 2012-12-29 15:03
47.5°E <7 < 1 0 0 1 0 0 Intelsat 10 (15-10) | 47.49°E |-0.01°| 0.01° 1 = 2013-04-16 23:13
46.0°E &7 | 0 0 0 0 0 0 Azerspace-1 46°E  [-0.04°| 0.04° = = 2013-02-23 18:17
45.0°E <7 < 142 0 44 118 22 2 Intelsat 12 (15-12) | 45.04°E |-0.01°| 0.03° 142 44
Turksat 2A 42.03°E | 0.02° | 0.03° 280 189
42.0°E 633 0 496 416 164 53
< Q‘K Turksat 3A 42°€ [-0.06°| 0.06° [ 353 307
40.0°E <7 < \ 0 0 0 0 0 Express AM1 40.04% |-2.34°| 2.51° - -
39.0° | <7 [ 285N 0 73 232 26 27 Hellas Sat 2 38.97°F | -0.04%] 0.04c | 285 73 5
38.0°E &2 <@ 0 \(9 44 43 1 0 Paksat 1R 37.99°E |-0.06°| 0.06° 49 44 2013-03-11 18:38
Eutelsat 36A 36.09°€ | 0.02° | 0.07° 35 12 | 2013-01-01 09:36
36.0°E 345 U\ 63 275 46 24
ol N Eutelsat 36B 35.9°E [ 0.02° | 0.07° | 310 51
33.1°E <7 < 0 0 \ 0 0 0 Hilesat 101 33.11°E | -0.02%| 0.23° = = 2013-03-11 20:50
N Eutelsat 33A 33.08° |-0.03°| 0.06° 57 20 2013-02-24 18:41
o
33.0°E | €7 [ 5T 0 20 w 2 o Intelsat 702 33.01°E |-1.52°| 1.54° - - [2011-09-26 23:50

For example, to download the « .ini » file of the
TURKSAT satellite, click here.
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X

File Download

Do you want to open or save this file?

[‘} Mame: 0420.ini
E Type: Configuration Settings, 4. 18KE

From: en.kingofsat.net

Open ][ Save ‘L| Cancel |
¥

Always ask before opening this tepe of file
: 113 29
Click then on “Save
‘while files from the Internet can be useful, zome files can potentially

|@ harm your computer. If you da nat trust the source, do not open or
zave thig file. What's the risk?

Savein. | < Femavable Disk (5:] v @%@

D

My Recent
Documents

Desktop

My Documents

Meg! Select the file desired then click on

“g Fie name (M2 v o= kl/— Save

MyNetwark | Ssvesstpe | Configuation Settings vl [ _canesl |

In the table of the setup library select the line from which the data will be imported.

# TR7837 Version 1.0

File  Edition  Language 7

s Channel Frequencies Spectum ad
etup humber  Setup name Place name Standard Frequency e map Paolarization LMNE band Audio mode Constellation Bandwidth Symbol rate Guard interval et =

1} DIGITAL+ ASTRA1 DVB-52 10723,000 L 22000

1 ARD ASTRA DVE-5 10743,000 L 22000

2 AMIXE HD ASTRA1 DVB-52 10773,000 L 22000

3 DIGITAL+ ASTRA DVE-S 10788,000 L 22000

4 DIGITAL+ ASTRA1 DvEB-52 10217,000 L

5 HD+ ASTRA DVB-52 10632,000 L

[

8

El

In the File menu, click on Import from .ini file

[ ——
[ TR7837 Version 2.0 — .-

File | Edition Language 7

] New
Open... Standard

s (B A0 @ %2

Import from .ini file

Import from USB memaory stick

Save

Save as...

Send to...

Antenna Pointing
Checksat

Exit

] |
Click on open
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& TR78B37 Version 1.0 |

File  Edition Language 7

Setprumber | Setuprame  Placename | Slandad  Frequency | ol FENETES | Poluistion | LNBband  Audomode  Dorstellon | Bandvidth | Symbolsrte | Buainterval | cro %
3 T = c s :

1 JE Open L

3 I

4 Bl |

3 HD+ My Recent

s Documents

12
12 [
: e :
WMeasurements list My Camputer [ Nemist |
&t hst
List number g;;ﬁs:jmm&d sHiteh | S oCR activation Slat number SatCR switch =
File name: D420 in ~ [Coeen ]
List name o —
My Metwork | Files of type [INI fles ini] v [canee | Frevious list
LO1 frequency I I ‘ I L =
- —l [ \ [ [

& TR7B37 Version 1.0

File  Edtion language  ?

Setup number | Setup name Place name Standard Frequency EE;E':‘ ;r:pquenmas Palarization LNE band Audio mode Constellation | Bandwidth Symbol rate Guard interval as?st‘r;:‘" 3
0 DIGITAL+  |ASTRA1 VB2 10729,000 L 22000

1 ARD ASTRAT DVES 10743000 L

2 ANIKEHD  |ASTRAT VB2 10773000 L

3 DIGITAL | ASTRA1 DVES 10788,000 L

4 DIGITAL+ | ASTRA1 DYE-52 10817000 L

5 HD+ ASTRAT DVE-S52 10832000 L

; I ——

2960

_ Al 42E DVE-S 10955,000

8 T a DVE:S 10965000
9 T2 a2 DVE 52 10370,000
10 E ax DVE:S 10962,000
n T a2 DVES 11m2,000
12 15 ax DVE:S 11027000
13 6 a2 DVES2 11041.000 8400

14 T P nim 41047 000 lcoon |

>

Measursment list et it
= et lis
List number Setup number Committed switch EDD;”“E:E T Uncammitted switsh E:g!;li:;‘;ﬂh SatCR activation Slat number SatCR switch

‘ Presvious list

=

The TURKSAT satellite is made of 4 beams, only one of them is pointed at Europe.
With the Delete line function it is possible to clear the transponders which cannot be received.
The first transponder diffuse on Central Asia, it can be deleted.
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& TR7837 Version 1.0

File  Edition Lamguage 7

Seluprumber | Setupname | Placename | Standard Frequency EE;E‘:' ;’:;‘”e””es Polarization  LNB band Audomode  Constellation  Bandwidth Symboliate  Guard interval iﬁgg‘:‘;;" 3
i DIGITAL: ASTR&1 DVE-52 10723,000 L
1 AFRD ASTRAT DVE-S 10743.000 L
2 ANIXEHD | ASTRA1 DVE-52 10773000 L
3 DIGITAL. | ASTRA&T DVE-S 110788,000 L
4 DIGITAL:  ASTR&1 VB2 1017,000 L
5 HO+ ASTRA DVE52 10832,000 L
4
m 46 DVES 10955,000

8 LY new DVE-S 10965000

3 3 Copy DVE-52 10370,000

10 IE}| Paste DVES 10982,000

11 ‘H IREERLD 1 [oves 11012,000

12 |24 Dpsleteine Il [oves 11027000

13 T clar content DVB-52 11041,000

an @ Add to measure list e SEELTTE

Measurement list

400
List number Setup number Committed switch Committed switch Uncommited switch | [ osiion suitch SalCR activation Slot number SalCR switch A et
P position uncammitted

Prrevious list
e — | J] =

Repeat the operation as many time as necessary.

Moreover it is not necessary to keep all the transponders otherwise the library will be quickly saturated.
Keep 2 or 3 transponders for each band and polarization, preferably with high L frequencies to confirm
the losses in the dish cable or, why not, those transporting the most popular emissions.
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11 IMPORT FROM A USB MEMORY STICK

It is necessary to export the TV meter configuration in a USB memory stick.

11.1 TV meter from the 7806 — 7847 family

R

For TV meters from the 7806 / 7847 family, press twice the tool box key
will appear :

, the following page

Configuration *s*.

Language ey
Unit dBpV
Beep 10%

Graph. background
Active USB port
Wheel threshold
LCD

Memories

Config. <-> USB
Factory recovery
Software update

100%
0 / 0.000%
4
v
29

=)
&

Turn the wheel until Config.<-> USB is selected
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llﬂ Check that the USB port enabled is the USB port A
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11.2 7817 and 7849 TV meters

The Home page will appear:

Configuration

< Language: English (3 Beep: 25%
al>
-
n IP address: 192.168.0.165 -
.+ ~EuUrope

E Memories 0/ 0.000%

Press the home key

“ Configuration export

2 X 2

o Factory recovery -’3??-' Software update

Configuration export

Finally press the “Configuration export” key
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Sefram

11.3 TV meter from the 7870 family

For the TV meter from the 7870 family press the Home key

M Configuration
Press then the Configuration key

And then press t

he adjustment key

The following page will appear

Lenguage
suter
Expert Mode
Unit
Freguenty
Memories:
Adjustment

FOCTOrY Tero

Password: “

Graph. background:

Active USB port: “

Configuration: m m

Ethernet IP address:
>

Software update:

Beep:

Insert a USB memory stick

Finally, press the Export key m

b

Check that the USB port enabled is the USB port A.

SEFRAM INSTRUMENTS SAS - 32, rue E. Martel - BP55 - F42009 - Saint-Etienne Cedex 2 France
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Disconnect the memory stick from the TV meter et connect it to the computer, launch the Import from
USB memory stick function.

BB 77837 Version 20, . IR .

File | Edition Language 7

] New

Open... Standard

Impert from .ini file

s B AT @[S 12 s

Import from USE memory stick

Save

Save as...

Send to...

Antenna Peinting

Checksat

Exit

=) l

All the tables are updated

¥ TR7837 Version 1.0

File  Edition  Lamguage 7

- A
Setupnumber | Seluprame  Flscename | Standard Frequency EC‘;’;’E‘,E' ;’:;‘”e"c'es Polaizaion  LMBband  Audomode  Constelaon  Bandwith  Symbolrale  Guard interval aﬁifj;:’ =

DIGITAL+  |ASTRA1  DVBS2 10723000 L
1 ARD ASTRA T DVES 10743,000 L
z AMMXEHD  |ASTRA1  DVBS2 10773000 L
3 DIGITAL | ASTRAT DVES 10788,000 L
4 DIGITAL+  |ASTR&T | DVB-2 10817.000 L
5 HD+ ASTRA T DVB-52 10832,000 L
5 DIGITAL | ASTRAT DVES 10847000 L
7 TVR HD ASTRA DVES 10851,000 L
B DIGITALs | ASTRAT DVBS 10876,000 L
3 DIGTALs  |ASTRA1  DVBS2 10335,000 L
10 SKY D ASTRA DVES 10979,000 L
n DIGITALs  |ASTRA1 DVBS 023000 L
12 DIGITAL | ASTRAT DVES 11038000 L
13 DIGITAL+  |ASTRAT  DVBS 11047.000 L
14 ruRITAL ToA 1 rum 11160 non l2onon |

Measurement list

it s | Selup number Committed switch Egmi:ec' 2titeh | noommitted switch | FEHon suich SaiCR activation  Slot number SaiCH switch = gt
List name - Fos A - Pos 1 -

1 - Pos & - Pog 1 - Previous list
e e 2 Pos A : Pos 1 : o =
LOZ frequency 3 Pas 4 - Pos 1 - —

4 Pas & - Pas 1 - port
L0 selact wkH: v |g s : Fos 1 : ﬁ
Polarization select & Pas s : Pos 1 .

7 Pos & - Pos 1
Pasitioner | | g Pos & - Pos 1

k| - Puos & - Pos 1

10 - Pos & - Pos 1

1 - Pas & - Pas 1

12 - Pos & - Pios 1 - v
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12 SAVE

The Save function allows you to save all the table data in the current file.

-
) TR7837 Version 2.0

File | Edition Language 7

_] New

7 Open.. Standard

Import from .ini file

Import from USE memory stick

Save

Save as..
Sendto...

B 0@ % &

Antenna Painting
Checksat
Exit

oo | il ¢

@ If the current file does not exist, Save as will be launched
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13 SAVE AS

The Save as function allows you to save all the data of the tables in a new file or a file of your choice.

r - - —
) TR7837 Version 2.0 — -

File | Edition Language 7

] Mew
% Open... Standard

Import from .ini file

Import fram USE memary stick

Save

Save as...

D %

B

Send to..

£ w2

Antenna Pointing
Checksat
Exit

oo

The dialog box Save as allows you to choose an existing file or to enter a new file name.

& TR7837 Version 1.0

File Edton Llanguage 7

Setup number | Setup name Place name Standard Frequency hel reuenclas Polarization LME band

1 Save in: |vHemovableDisk[G] vl o2 e
2
2 ; 2
4 My Recent
g Documents
: @
S !
Desktop
F]
Fl -,
10 //
" My Diocuments
12 ;
-
14 My Computer
Measure
List rml e A switch | Uncommitts
Qg File name: [asTRA 1201304 23 v e | peswieh g
Litram{  MyMetwok | Saveasype: |5V fles [ osy) v [ concel |
e —_—
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14 SEND TO

This function allows you to send a configuration file as attached file in an email.

[ Conf.csv - SEFRAM TR7837 Version 20 E=E=)

ﬁ‘ Editien  Language 7

] MNew -

= Gpen.. Standard Frequency ~ Cherrel ;”:;“E"““ Poaizson ~ LNBband  Audomods  Consielaon Bandwidh  Symbolerste  Guardinterval | oo \il

£ Import from ini file DVB-5 10743.000 H

& Import from USE memory stick DVB-S 10758.000 v

= save DVE-52 10773.000 H

H o Saveas.. DVB-S 10728.000 v

Sendta.. DVBS2 10802000 H

% Antenna Pointing DVE-5 10847.000 V

[ Checksat DVB-52 10891.000 H

A it DVB-52 10364.000 H

B |ES |ASTRA1 DVB-52 10992.000 H

The following dialog box appears:

& Astra 1 2013 04 23.csv - SEFRAM TR7837 Version 1.0

File  Ediion  Llanguage 7

& o Channel Frequencies | [ . . 0 b
® Send 1o...

SMTP

Subject

Message

1

a
a
4|
5|
s |
a
a
d

=

loGitacs |asTRet Dves [11030.000 v

Enter the recipient’s addressee and the name of your mailbox SMTP server, the other fileds are
optional : sender addressee, message subject and message text.
The current file is automatically attached to the email.

Pl

Click on the mail key
=

A message warns you that the email has been sent successfully, click on OK.

Your Email has been sent sucessFully
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A : : . . :
llﬂ If the current file does not exist the function Save as is launched before sending.
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15 ANTENNA POINTING (7817 7849 ONLY)

The access at the antenna pointing table is performed from the Antenna Pointing menu or by opening a
Ter.csv file.

.
[ TR7837 Version 2.0

File | Edition Language 7

] MNew
Open.. Standard

Import from ini file
Import from USE memory stick
Save

Save as...

Send to...

*ETD % 20

i Antenna Pointing
. Checksat
& Exit

[s

A new page, containing a menu, the checksat table and an Export button, appears.

Antenna Pointing = | 5 i)
File Edition ?
I:r"‘:’”“'e' ;r:g“e”” W1 frequency I:'Dm‘gfrme' M1standard  M1bandwidth M2 frequency I:’“fmcb:f”"e' M2Zstandard  M2bandwidth M3 frequency I:’“jncbfr””e' M3standard  M3bandwidth M4 frequency mﬂ‘;’;ﬁ”ne‘ M4standard M bandwidth

Export

&

10 different transmitters are possible; each transmitter is made of 4 multiplexes.
The menu of this page and the popup menu (right click) are similar to those from the main page.
Enter the transmitter name

" Antenna Painting

T m@g

File  Edition 7

M2 channel M3 channel

M2standard  M2bandwidth M3frequency - o1 M4 charnel

Transmiter  Frequency )
map gl Mdstandard M4 bandwidth

name

ST ETIENNE

Michamel 11 standard M1 bandwidh  M2frequency

number number M3standad  M3bandwidth M4 frequency

M1frequency

The frequency map of the transmitter

Antenna Pointing = | (5] | S

File  Edition 7

M2 channe!
number

M3 channel M4 channe!

Transmitter Frequency M1 channel M2standard  M2bandwidh M3frequency =~ S0 M3standad  M3bandwidth Méfrequency . /"E02 Méstandard M4 bandwidth

s Mlfrequency oo Mlstendard  M1bandwidth M2 frequency

steTenne [ ]

Furope cable

France cable

rea
Japan cable
apan
USA cable
USA

Parameters of each multiplex

Frequency in MHz or, more convenient, channel number
Antenna Pointing = | B i

File  Edition 7

Transmitter Frequency M1 channel M2 channel M3 channel N M4 channel
e map M1 frequency R M1 standard M1 bandwidth M2 frequency b M2 standard M2 bandwidth o] M3 standard M3bandwidth M4 frequency ] M4 standard M4 bandwidth

STETIENNE | Europe 2
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Standard

Antenna Pointing o | B ||

File Edtion 7
jorariter PR piifeauney fae™  Misandad  MTbandwdh M2fequency hee™  W2sendad  M2bandwdh M3fequency Mote™  Misandad  Mibandwidh Mifreauency ST Mistandad  M4bandwidh
STETIENNE | Europe 471250 21(E21) [:]

DVB-T/H

DVET2
Antenna Pointing I=RACE X
File FEdition 7
Travsriter  Fequency gy M chenel M2 charrel

e = e Mistandard ~ M1bandwidth M2 frequency

STETIENNE | Europe 474.000 212 DVB-T/H [:

5 MHz
€ MHz
7MHz

Repeat these operations for the 3 other multiplexes

LT M2standard  MZbandwidth M3frequency hooe™  M3gandad  M3bandwidh Mfeauency Moohe™®  Maganded W4 bandwidh

Antenna Pointing (5. |
File Edition ?

:';""‘:""“e’ Frequency W1 frequency mﬂi@f”"e' M1standard  M1bandwidth M2 frequency rrfmﬁme' MZstandard M2 bandwidth M3 frequency I:'Lfﬂg:"”e‘ M3standard  M3bandwidth  Md frequency mﬂﬂ:me‘ Méstandard M4 bandwidth
STETIENNE | Europe 610.000 38 (E28) DVB-T/H 8 MHz £52.000 24 [E44) DVB-T/H 8 MHz 778.000 59 (E59) DVB-T/H 8MHz 626,000 40 E40) DVE-TH

Repeat these operations for other transmitters

This table can be saved with the device configuration; it can also be exported to a USB memory stick to
be imported in the TV meter.
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16 CHECKSAT

The access at the checksat table is performed from the Checksat menu or by opening a Sat.csv file.

(=) TR7837 Version 2.0

File | Edition Language ?

New

Open... Standard

Import from .ini file

Import from USE memary stick
Save

Save as...

Sendto...

:BUD% 350

Antenna Painting
Checksat

E =T

B

A new page, containing a menu, the checksat table and an Export button, appears.

CEX

Flie  Edition ?

Py

Satelit Oibital Driertati il T T T1 symbol T2 T2 T2 T2 symbol | T3 T3 T3 T3symbol T4 T4 T4 L bol
HENEEINE position jeraion frequency  polarization  standard rate frequency | polarization  standard rate frequency | polarization  standard iate frequency  polarization  standard fg{; A3

Export

&

32 different satellites are possible; each satellite is made of 4 transponders.

The menu of this page and the popup menu (right click) are similar to those from the main page.

Enter the satellite name
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T3 T3 T3 T3 symbol | T4 T4 T4 T4 symbol | 4
1ate frequency  polarization  standard rate

frequency  polarization  standard

File  Ediion ?
T2 T2 T2 T2 symbal
rate

m T T1 spmbol
palarization  standard rate frequency  polarization  standard

Orhital . i n
Satelitename | o0®  Ofentation | pon o

ASTRA

CEX

The orbital position in degrees (from 0 to 180°)
T3 symbal | T4 T4 T4 T4 symbol | A
frequency  polarization | standard rate

rate

File  Ediion 7
T2 T2 T2 T2 symbol | T3 T3 T3
rate frequency | polarization  standard

T T1 T1 symbal
polarization standard rate frequency | polarization  standard

Orbital ientation | 11
Satelite name pasition Orientation frequeancy

ASTRA 1892

[=1ES)

-~

The orientation in relation to the Greenwich meridian: East or West.

T3 symbal | T4 T4 T4 zpmbal
polarization | standard rate

® CheckSat
rate frequency

File  Ediion 7
T1 spmbal | T2 T2 T2 symbal | T3 T3
rate frequency | polarization  standard rate frequency | polarization  standard

— Orbital Orientation | 11
AEIE NAME | position NeMalon | pequency  polarization standard

[ ]

E

ASTRAT

B(=ES

Parameters of each transponder
Frequency in MHz

File  Edition 7

Satelit Orbital Orientat T1 T T1 T1 symbal | T2 T2 T2 T2 symbal | T3 T3 T3 T3 symbal | T4 T4 T4 T4 spmbol | A
HENEEEE positian MEREER frequency  polarization standard rate frequency | polarization  standard rate frequency | polarization  standard rate frequency  polarization  standard rate

ASTRAT 19.2 E n7z
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Vertical or horizontal polarization

File  Ediion ?

Satellt Orbital Orientati T T T1 spmbal T2 T2 T2 T2 spmbal T3 T3 T3 T3symbol T4 T4 T4 T4 symbal | A
AEIE NAME | position MEMatoN | goquency  palarization standard rate frequency | polarization  standard rate frequency | polarization  standard rate frequency | polarization | standard rate
ASTRAT 18.2 E 11720 A

y

Standard

File  Ediion 7

Satellt Orbital Orientati T m T T1 spmbal T2 T2 T2 T2 spmbal T3 T3 T3 T3symbol T4 T4 T4 T4 symbal | A
AEIE NAME | oo sition MEMatoN | goquency  palarization standard rate frequency | polarization  standard rate frequency | polarization  standard rate frequency | polarization | standard rate
ASTRAT 18.2 E 11720 H

The symbol rate in kilo baud

B(=ES

File  Edition 7

Satelit Oibital Drientation | 1 T T1 symbal | T2 T2 T2 T2 symbol | T3 T3 T3 T3symbol | T4 T4 T4 T4 symbol | A
HENEEEE positian MEREER frequency  polarization standard rate frequency | polarization  standard rate frequency | polarization  standard rate frequency  polarization  standard rate
ASTRAT 19.2 E 11720 H DVE-S 27500

Repeat these operations for the 3 other transponders

‘ Sat.csv - CheckSat |Z”E‘E
File  Edtion 7

Sateli Orbital Orientati T m T T1 spmbal T2 T2 T2 T2 spmbal T3 T3 T3 T3symbol T4 T4 T4 T4 symbal | 4
Aellile name position flentation frequency  polarization standard rate frequency  polarization  standard rate frequency  polarization  standard rate frequency  polarization  standard rate
ASTRA 19.2 E 1720 H DVE-5 27500 12515 H OYB-5 22000 10973 Y OYB-5 22000 12363 W OYB-5 270

Repeat these operations for other satellites

This table can be saved with the device configuration; it can also be exported to a USB memory stick to
be imported in the TV meter.
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17 EXIT

This function allows you to exit the software
) TR7837 Version 2.0

File | Edition Language 7

New

Open... Standard

Import from .ini file

Import from USE memory stick

W
7
]
rd
= Save
=

Save as...

[@] Sendto..

' Antenna Pointing

Checksat

\’ Exit

.
\‘1‘) Did vou save your data before exit?

Cancel

If the data have not been saved, click on Cancel otherwise confirm the exit.
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